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MIDI

on MacBook Pro

Tip #2 Hide Next

You can assign your equipment into
different groups while being part of
the same physical network. This
way different users only see the
equipment they need to access. Any
equipment can belong to more than
a single group

No network interface selected
Your computer can't get connected

to other computer or CopperLan
Ethernet device

Click here to select an interface.
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Tip #2 Hide Next

You can assign your equipment into
different groups while being part of
the same physical network. This
way different users only see the

equipment can belong to more than
a single group

No network interface selected

Your computer can't get connected
to other computer or CopperLan
Ethernet device

Click here to select an interface.
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VMidi 2

Tip #3 Hide Next VMidi 3
You can merge any number of

targets to a destination; the VMidi 4
merging is implicit. No more merge

boxes!

Tip #2 Hide Next
You can assign your equipment into
different groups while being part of
the same physical network. This
way different users only see the
equipment they need to access. Any
equipment can belong to more than
a single group

No network interface selected

Your computer can't get connected
% to other computer or CopperLan
Ethernet device

Click here to select an interface.
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Full cable
VMidi 2 MIDI virtual cable

VMidi 3 Clock

Tip #3 Hide Next
You can merge any number of vy
2 SR N wd S ARy IR VMidi 4 Clock
¢y largetstoa destination; the
merging is implicit. No more merge

boxes! Separate streams

Tip #2 Hide Next

You can assign your equipment into
different groups while being part of
7 the same physical network. This
&V way different users only see the
equipment they need to access. Any
equipment can belong to more than
a single group

No network interface selected
Your computer can't get connected
% to other computer or CopperLan
Ethernet device

Click here to select an interface.
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VMidi 2 | @ MIDI virtual cable

VMidi 3

VMidi 4 s> Clock

Separate streams

Ti;qg Hide Next
You can merge any number of
targets to a destination; the

mergin is implicit. No more l“r—"gt‘
boxes!

No network interface selected
Your computer can't get connected
% to other computer or CopperLan

Ethernet device

Click here to select an interface.
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cBook Pro 7 7
VMidi 2 @ MIDI virtual cable j VMidi 1

VMidi 3 Clock VMidi 2

VMidi 4 s> Clock VMidi 3

Separate streams VMidi 4

Tip #3 Hide Next

You can merge any number of
targets to a destination; the
merging is implicit. No more merge
boxes!

No network interface selected
Your computer can't get connected

% to other computer or CopperLan
Ethernet device

Click here to select an interface.
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I Help
Full cable | & Add a MIDI cable

MIDI/VMidi 1

on MacBook Pro

@ MIDI virtual cable

s> Clock
Separate streams

Sys

Chl

Ch2

No network interface selected
Your computer can't get connected13

‘* to other computer or CopperLan
Ethernet device

Click here to select an interface.
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SetUp In/Out
DMX Utility usbDMX netDMX

Spy

Discovery

Who's online

Input (receive)

Bypass level's anchor mechanism

use Virtual Submaster for incoming Channel's\evels

No. \ Name

Available

Gestionnaire IAC Bus 1
Gestionnaire IAC Bus IAC 2

Euphonix MIDI Euphonix Port 1
Euphonix MIDI Euphonix Port 2
Euphonix MIDI Euphonix Port 3

Output (send)

Inhib XFade levels output

No. | Name

Euphonix MIDI Euphonix Port 3
Euphonix MIDI Euphonix Port 4
VMidi 1
VMidi 2
VMidi 3
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StepLinks Editor

» arguments must be prepended by @ and their type (ex: @i = integers, @f = float, @s = string)

« example (launch cue 2 in Qlab): Jcue/2/start @i 1+ example2 (launch video at column 1 in Millumin): /millumin/action/launchColumn @i 1

Curves

» channels or outputs should be separated by / « channels are defined by prepending @ « (TRHU) > can be used for channels AND outputs

« example (set selected curve to output 1 and 100): /17100 « example2 (set selected curve to channel 1 thru 100): /@1>100
« example3 (set selected curve to output 1 and 100 and to channel 11 and 12): /1/100/@11/@12

VLC

« only one VLC command is allowed per SLink

No. Function Parameter

FLASH FLASH

PAUSE E PAUSE E
noKILL S noKILL S
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StepLinks Editor

1 . « one can use Left/Right arrow to move
2

» arguments must be prepended by @ and their type (ex: @i = inteflers, @f = float, @s = string)

» example (launch cue 2 in Qlab): Jcue/2/start @i 1+ example2 (lafnch video at column 1 in Millumin): /millumin/action/launchColumn @i 1

Curves

» channels or outputs should be separated by / « channels arf defined by prepending @ « (TRHU) > can be used for channels AND outputs

« example (set selected curve to output 1 and 100): /1/100 -« Jxample2 (set selected curve to channel 1 thru 100): /@1>100
« example3 (set selected curve to output 1 and 100 and to cifannel 11 and 12): /1/100/@11/@12

VLC

« only one VLC command is allowed per SLink

Function Parameter

FLASH FLASH

PAUSE E PAUSE E
noKILL S noKILL S
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StepLinks Editor

1 . « one can use Left/Right arrow to move
2

0osC

» arguments must be prepended by @ and their type (ex: @i = integers, @f = float, @s 3

» example (launch cue 2 in Qlab): Jcue/2/start @i 1+ example2 (launch video at column 1 Millumin): /millumin/action/launchColumn @i 1

Curves

» channels or outputs should be separated by / « channels are defined by prepending @ « (TQHU) > can be used for channels AND outputs

« example (set selected curve to output 1 and 100): /1/100 « example2 (set selected curve to chiyonel 1 thru 100): /@1>100
« example3 (set selected curve to output 1 and 100 and to channel 11 and 12): /1/100/@11/@12

VLC

« only one VLC command is allowed per SLink

Function Parameter
SEND

FLASH FLASH

PAUSE E PAUSE E
noKILL S noKILL S
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StepLinks Editor
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to move

» arguments must be prepended by @ and their type (ex: @i = integers, @f = float, @s = strini

« example (launch cue 2 in Qlab): /Jcue/2/start @i 1+ example2 (launch video at column 1 in Millu }: /millumin/action/launchColumn @i 1

Curves

» channels or outputs should be separated by / « channels are defined by prepending @

« (TRHU) > can b®
» example (set selected curve to output 1 and 100): /17100 « example2 (set selected curve to channel 1 thru 10
« example3 (set selected curve to output 1 and 100 and to channel 11 and 12): /1/100/@11/@12

sed for channels AND outputs

VLC

« only one VLC command is allowed per SLink

No. | Function Type
0 SEND MIDI

FLASH FLASH

PAUSE E
noKILL S

PAUSE E
noKILL S
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to move in

» arguments must be prepended by @ and their type (ex: @i = integers, @f = float, @s = string)

« example (launch cue 2 in Qlab): Jcue/2/start @i 1+ example2 (launch video at column 1 in Millumin): /. smin/action/launchColumn @i 1

Curves

» channels or outputs should be separated by / « channels are defined by prepending @ « (TRHU) > can be used for © nels AND outputs

« example (set selected curve to output 1 and 100): /1/100 « example2 (set selected curve to channel 1 thru 100): /@1>100
« example3 (set selected curve to output 1 and 100 and to channel 11 and 12): /1/100/@11/@12

VLC

« only one VLC command is allowed per SLink

No. | Function Type | ____Parameter

0 SEND MIDI Ch. 1 & Type NOTE /¥ 1
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arguments must be prepended by @ and their type (ex: @i = integers, @f = float, @s = string)

example (launch cue 2 in Qlab): Jcue/2/start @1 1 « example2 (launch video at column 1 in Millumin): /millumin/action/launchColumn &i 1

Curves
channels or outputs should be separated by / « channels are defined by prepending @ « (TRHU) > can be used for channels AND outputs
« example (s elected curve to output 1 and 100): /1/100 « example2 (set selected curve to channel 1 thru 100): /@1>100

example3 (set selected curve to output 1 and 100 and to channel 11 and 12): /1/100/@11/(

VLC

only one VLC command is allowed per SLink

No. Function_ Type Parameter

0 SEND MIDI ¢ Type NOTE '¥| 1
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